


We are the reference
With our production system, we
have become a reference in the
wine industry.



The traditional neck-finish diameter 17.5 refers to the
same standard EN 12726:2000, where each position

relating to internal diameter is reduced by 1mm.

Corking machine producers like Arol, GAI and Bertolaso in Italy, Stone and Costral in France have
realized ArdeaSeal dedicated kits and have built capping machines that implement the use.
ArdeaSeal stopper has to be oriented in bottling lines. Manufacturers of closure feeders like Mar.Co.,
Faccio, Neri, Cames and others have already developed equipment that meet these needs or have
adapted already existing feeders.
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The Body

Realized during the final manufacturing phase,
the body is the soft part which, thanks to the
interference with the internal surface of the
bottle neck, will guarantee with regularity and
uniformity the sealing properties of the closure.
The material used is a thermoplastic elastomer
and the process technology is injection
overmolding assisted by foaming realized
through specific agents.
The research and development phase
requested the use of a proper technology
developed by M.I.T. in Boston, which employs
gas in its supercritical phase to foam the
technopolymer. The part of the body inside the
structure is the support for the cork-screw.

The Chassis

The chassis is the core, the structural
component of ArdeaSeal closure. Its task is to
mechanically control the whole system, avoiding
lengthening and keeping constant and uniform
in time the interference with the neck of the
bottle. It is a stiff support and containment
element realized in high rigidity technopolymer
through injection molding process. It is
protected by international patents. Thanks to
its design it facilitates the insertion of the cork-
screw, which is guided, preventing any risks of
accidental breaking of the bottle neck.
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ArdeaSeal sealing
A warranty for the best wines

The idea of a new seal concept, a stopper for traditional glass bottled wine, came along in 1999 from a division of the Guala Group. ArdeaSeal is
the result of an accurate project, an in-depth study of materials, avant-garde manufacturing process and testing procedures. A seal made up of
different components produced with highly technological synthetic materials. One of these components is the core, which is designed to grant
the same performance as the best traditional corks and maintain all the characteristics as long as the wine requires.

This is the safest and reliable alternative to traditional corks.

ArdeaSeal technology
A warranty for excellence
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